Aldwin Vogel, Bureau Veritas, Global Commodities Divisién, details
the transportable moisture limit for dry bulk cargo and how it can be
applied for shipping vessels to avoid safety risks.

ransportable moisture limit (TML) has long been one
of the hottest shipping safety topics and the subject
of many publications by the International Maritime
Qrganisation (IMO) and alerts by Marine Insurers.
Why? Because, whenever TML is mentioned, it ineviidbly
leads fo the issue of liquefaction of a solid bulk cargo.
Liguefaction of a solid bulk cargo, such as bauxite, iron
and nickel cre, has been identified as one of the likely
causes of capsized cargo vessels. Lives have been lost
Shippers of solid bulk cargoes that may have the potentidl
to liguefy have a legal obligation and responsibility fo make
sure their cargo is considered safe for transport by sea.

What is TML?

The Infernational Maritime Solid Bulk Cargoes Code ( MSBC)
makes recommendations about cargoes that may | Juefy.
The IMSBC Code specifies the sampling, testing and
confrol procedures of such potentially life-threatenin j
cargoes.

The provisions of the IMSBC Code are mandatory f i the
159 confracting states and governménfs of the Safeh of
Life at Sea (SOLAS) freaty. These 159 confracting state :
represent approximately 99% of the world's merchan' fleet.
The IMSBC Code sets out three different categories of
cargo: |
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B Group A s for cargoes that may liquefy if shipped with
moisture content in excess of their TML.

B Group Bis for cargoes that possess a chemical hazard
that is potentially dangerous.

B Group C Is for cargoes that are neither liable to liquefy
nor are chemically hazardous.

Appendix 1 of the code can help shippers to determine
in which group their cargo falls. Shippers are expected to
know the code and the mandatory provisions; it is their duty
and responsibility.

Liquefaction at sea

A solid bulk cargo consists of three main components: a
solid component; a moisture component; and an amount
of air (void space) in between.

Vibration and the moetion of a vessel may compact a
solid bulk cargo. In certain conditions, a cargo can
compact to such an extent that there is no more void
space (air) between solid and water particles. If vibration
and motion continue to put pressure on the cargo, the
water may become separated and will start fo prise the
solid particles apart. The cargo is then fransformed from a
solid stafe to a viscous fluid.

A liguefied cargo that has changed from a solid state to
a viscous fluid state might unexpectedly flow from one side
in the hold to the other. This has a dramatic effect on a
ship’s stability, In heavy seas, the cargo can flow to one
side, not return with a roll the other way and therefore, lead
fo a ship’s capsize.

TML: a laboratory test

TML test procedures are designed to be standardised and
based on the same principle: applied energy,
rearrangement of particles, compaction of voids, buildup
of water saturation and a point where a sample starts to
flow.

The test procedures were developed around the
maximum expected vibration and motion of a ship at sea.
The energy simulation during test procedures is typically
much more than as experienced by a ship in a normal
seq-passage.

As with all standardised tests, they must be repeatable,
easily reproducible between laboratories, and meaningful.
This requires tight control of the amount of energy that is
applied on a test sample. When the test procedures of the
IMSBC Code are correctly applied, the results provide
information on the liquefaction characteristics of the
sample to help the shipper and master make the decision
to accept or reject the cargo.

There are three general types of TML testing:

1. Flow table testing: where the point is determined at
which the sample starts to flow. This point is called the
flow moisture point (FMP). TML is calculated by taking
Q0% of the moisture content at FMP.

2. Penetration testing: also determines FMP and
calculates TML using the molsture content after drying
of the sample at that point.
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3. Proctor/Fagerberg testing: determines compactiol
and degrees of safuration of successive sample
portions for its TML calculation model.

-

Variations of these tests may be used, but only at the
discretion of the competent authorities and only when
alfernative procedures are af least as effective and sofe as
those provided by the IMSBC Code. Competent authdrities
are required to publish an exemption when they devidte at
any stage from the provisions of the code.

A variation of the Proctor/Fagerberg test, specifically for
iron ore fines, is now included in the 2016 edition of thé
code. Another variation for coal may follow the same foute
and may be included in the future editions of the IMSBC
Code.

Shippers’ responsibility
TML determination for cargo safety acceptability is o
fundamental responsibility of the shipper, who must algo
esfablish procedures for sampling, moisture-testing angl
confrolling the moisture content. All these procedures fnust
be approved by the competent authority of the port of
loading.
Before loading, the shipper must provide the captaln of
a bulk carrier with all relevant cargo information, inclunling
which group it belongs, the TML of that cargo, and the
moisture content of the material that is to be loaded. This is
stipulated in IMSBC Code section 4.2. A copy of the
approval document from the competent authorities of the
load port should be provided to the master as well.
More than 18 months after mandatory enforcemertft by
SOLAS govermnments, many shippers are not fully awarg yet
— or do not know where to start — to fulfil their legal IMSBC
obligations.
Often they believe that sending a sample for TML apd
another sample for moisture is sufficient (if it shows thalthe
moisture content is less than the TML). Or they believe that
confracting a third-pary inspection company will safisfy the
requirements of the competent authorities. Unfortunately,
this Is not correct, as shippers are required to demonstiate
that the sampling follows intemational standards and rpust
represent the entire shipment quantity. Taking a surface
sample of an unprocessed mineral stockpile has not een
permitted since January 2015.
Shippers must provide full sampling access throughput
building up of the stockpile that is to be shipped and the
competent authorities are required to validate and vejify
such access and sampling.
The same applies for selecting the appropriate method
for TML testing. For exarnple, on a concenirate minerd
product where particles are smaller than 3 — 4 mm, thg flow
fable test may apply. But with high clay bauxite with
particles up to 20 mm, the penetration fest is the methjod
identified In IMSBC Code — Appendix 2, as that methofi can
accommodate larger particles. For all tests, the shippgr has
to demonstrate appropriateness for the cargo to the
competent authorities.
When It comes to moisture testing, most procedureg are
based on the same principle, that is, drying fo a constpnt




weight at 105°C. Here the period between sampling and
loading becomes more critical. Whereas shippers are
allowed six months between sampling for TML and leading,
the time between sampling for moisture and loading
cannot be more than seven days. In this short period, the
shippers must also fulfil their last obligation of protecting the
stockpile from becoming wet. Shippers have to
demonstrate that adeguate procedures for controlling the
muoisture content have been taken.

Third-parly inspection companies may consult with
shippers and offer advice about sampling access and
designing a sampling plan. Terminal representatives and
stevedores may assist shippers with procedures to protect
the cargo from moisture ingress.

Extra care and awareness of possible changes in
moisture content is required when a cargo is shipped in
certain climatic circumstances. For example, from a
tropical climate with a wet season, when shipping under
arctic conditions with snow/ice in the cargo that may thaw
during transport, or when open-top barges are used fo
supply the seagoing vessel at anchorage.

Third-party inspection companies
Inspection companies may be entities that are recognised
by competent authorities (IMSBC Code 4.3.2). In contrast to
the shipper’s approval, recognition is not mandatory. In
fact, sorne competent authorities decided not fo recognise
entities for festing alone, but will only consider IMSBC Code
4.3.3 and will approve the shippers' procedures for
sampling, testing and controlling of moisture content for

cargoes that may liquefy. Third-party laboratories’ ownj
testing procedures should then be included as part of fhe
shipper’s procedures.

Other competent authorities decided that recognitfon
will assist them in being more efficient and effective,
they only need to audit a testing entity once every pefjod
and do not have to repeat the process for every indivifiual
shipper.

Third-party inspection companies are specialised ir
designing sampling plans according to international
sampling standards as issued by organisations, such of the
Intermnational Organization for Standarclization (ISQ), the
American Society for Testing and Materials (ASTM) andif
Japanese Industrial Standards (JIS). When an inspectio
company is provided proper access to the cargo, shifjoers
can benefit from representative samples for TML and
moisture festing. They can also expect that the samplifg
procedures are properly documented in order to facllffate
approval from the competent authorities for sampling
procedures.

Similarly, testing for TML and moisture determinatiorgoy
third-party laboratories must follow the appropriate
standard, using suitably calibrated equipment by
proficiently trained laboratory technicians and chemisgs.

By engaging with a repufable third-party laborator
shippers can verify themselves that sampling will be dgne
as per IMSBC Code 2016 edition and that testing for TIfL
follows the mast stringent conformity with the TML test
procedures as listed in Appendix 2 of the code Gnd/ol
procedures as exempted by competent authorities. D
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